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FORM NO.962GE-100 (7/2023)96G2E
CONTROLS
• Two stage gas valve
• Integrated ignition and fan control
• System Sentry™ control retains last ten (10) fault codes with push 

button memory recall and 7 segment LED display, regardless of 
power interruption

• Hot surface ignition system uses silicon nitride ignitor
• Control features 120 volt electronic air cleaner and humidifier 

terminals
• Control circuit is fuse protected
• Color coded control wiring
• Compatible with single or two stage thermostats for heating  

Two stage thermostat is recommended when installed with two 
stage cooling unit.

VENTING
• 2-speed induced draft motor with stainless steel shaft, steel ball 

bearings, and fan cooled for  
long life

• Vent materials for Canadian applications must comply with ULC S636
• Certified for direct vent and indirect vent (1 and 2 pipe) applications

INSTALLATION FEATURES
• Left or right gas and electric entry
• Zero step horizontal conversion
• All models comply with California's South Coast Air Quality 

Management district Low NOx requirements

WARRANTY
10 year limited parts warranty / lifetime heat exchanger warranty 
available. See limited warranty document for details.

California Only
This product is not certified to be sold or installed in the South Coast Air Quality Management 
District (SCAQMD). It does not meet the SCAQMD Rule 1111 NOx emission limit of 14 Ng/J. 
This product is not certified to be sold or installed in the San Joaquin Valley Air Pollution Control 
District (SJVAPCD). It does not meet the SJVAPCD Rule 4905 NOx emission limit of 14 Ng/J. 

HEAT EXCHANGER DESIGN
• Aluminized steel primary heat exchanger with crimped non-welded construction
• AL29-4C Stainless steel secondary heat exchanger

BURNERS
• Aluminized steel in shot burners for smooth ignition
• Isolated burner enclosure for quiet operation

CABINET CONSTRUCTION
• Compact 33" height
• Standardized widths for easy coil fit

AIR DELIVERY SYSTEM
• Constant torque ECM
• Efficient blower motor
• Easily removable slide-out blower design
• Dynamically balanced blower wheel with resilient  

motor mounts for smooth and quiet operation

• Downflow

CONFIGURATIONS
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MODEL NUMBER GUIDE

FILTER REQUIREMENT DATA

Airflow 
Descriptor

Disposable Filters Cleanable Filters

Minimum Area 
(sq. in.)

Minimum Area 
(sq.in.)

12 576 288

16 768 384

20 960 480

1. The Airflow Descriptor is the two digits following the "B", "C", or "D" in the model number; e.g. "20" is the Airflow Descriptor. 
2. Areas shown for permanent filters are based on filters rated at 600 feet per minute face velocity.

MAJOR REVISION
NUMERIC CODE

CFM
12 = 3 TON ADD ON COOLING

16 = 4 TON ADD ON COOLING

20 = 5 TON ADD ON COOLING

BLOWER DRIVE
P = PSC

E = HIGH EFFICIENCY

V= VARIABLE SPEED

AFUE
96% EFFICIENCY

GAS
GAS

STAGES
2 = TWO STAGE

CONFIGURATION
DF = DOWNFLOW

BTUH INPUT
HEATING INPUT X 1000

CABINET WIDTH
B = 17.5” WIDTH

C = 21.0” WIDTH

D = 24.5” WIDTH

96  2  DF  070  B  E  12  -  0196  2  DF  070  B  E  12  -  01

PHYSICAL AND ELECTRICAL DATA

Model

1st Stage 2nd Stage

AFUE
(ICUS)

Nom. 
Cooling 
Capacity

(tons)

Gas 
Inlet 
(in.)

Volts/ 
Hz/ 

Phase

Min. Time 
Delay 

Breaker or 
Fuse

Nominal 
F.L.A.

Trans. 
(V.A.)

Approx. 
Weight 

(lbs.)
Input 
(Btuh)

Output 
(Btuh)

Input 
(Btuh)

Output 
(Btuh)

D
ow

nfl
ow

96G2DF045BE12 29,000  28,000  44,000  43,000 96.0 3 1/2 120-60-1 15 --- 40 131

96G2DF070BE16 43,000  42,000  66,000  64,000 96.0 4 1/2 120-60-1 15 --- 40 138

96G2DF090CE16 57,000  56,000  88,000  85,000 96.0 5 1/2 120-60-1 20 10.9 40 166

96G2DF110CE20 72,000  70,000  110,000  106,000 96.0 5 1/2 120-60-1 20 10.9 40 176

Note:  For vent length and clearances to combustibles, please reference installation instructions.
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96% GAS FURNACE96G2E
BLOWER DATA: DOWNFLOW

96G2DF045BE12 PERFORMANCE (Less Filter)

External 
Static 

Pressure in. 
w.c.

Rise Range °F Air Volume / Watts at Various Blower Speeds

1st 
Stage

2nd 
Stage

High Medium-High Medium Medium-Low Low

cfm Watts cfm Watts cfm Watts cfm Watts cfm Watts

0.00

20-50 30-60

1395 335 1290 250 1190 195 910 105 865 95

0.10 1375 350 1245 260 1140 205 875 110 815 100

0.20 1320 360 1215 265 1090 215 825 120 785 110

0.30 1285 365 1165 270 1065 225 795 130 735 115

0.40 1275 375 1150 285 1025 230 750 135 705 120

0.50 1230 385 1095 295 985 240 705 145 650 125

0.60 1185 380 1060 300 935 245 655 150 605 135

0.70 N/A N/A 1020 310 915 250 590 150 545 140

0.80 N/A N/A 980 315 860 255 555 160 485 140

96G2DF070BE16 PERFORMANCE (Less Filter)

External 
Static 

Pressure in. 
w.c.

Rise Range °F Air Volume / Watts at Various Blower Speeds

1st 
Stage

2nd 
Stage

High Medium-High Medium Medium-Low Low

cfm Watts cfm Watts cfm Watts cfm Watts cfm Watts

0.00

25-55 35-65

1770 510 1550 340 1355 220 1255 180 1035 115

0.10 1720 520 1510 355 1315 230 1200 185 980 105

0.20 1705 535 1470 365 1265 245 1165 195 895 110

0.30 1665 540 1430 380 1235 250 1120 205 835 120

0.40 1605 555 1390 395 1185 260 1070 210 775 130

0.50 1585 565 1335 400 1155 275 1015 225 690 140

0.60 1540 565 1300 410 1100 290 970 235 625 145

0.70 N/A N/A 1260 420 1050 295 915 245 570 150

0.80 N/A N/A 1220 430 1015 305 865 255 520 155

96G2DF090CE16 PERFORMANCE (Less Filter)

External 
Static 

Pressure in. 
w.c.

Rise Range °F Air Volume / Watts at Various Blower Speeds

1st 
Stage

2nd 
Stage

High Medium-High Medium Medium-Low Low

cfm Watts cfm Watts cfm Watts cfm Watts cfm Watts

0.00

30-60 40-70

1765 395 1565 265 1410 210 1290 175 1180 135

0.10 1745 410 1510 280 1365 220 1265 185 1120 140

0.20 1685 425 1455 295 1310 235 1220 200 1080 150

0.30 1630 440 1415 310 1285 250 1165 210 1035 160

0.40 1620 450 1370 320 1245 255 1125 220 985 175

0.50 1570 465 1335 330 1185 265 1080 230 925 180

0.60 1540 470 1295 345 1145 280 1045 240 875 190

0.70 N/A N/A 1260 355 1110 295 990 255 825 200

0.80 N/A N/A 1210 370 1060 305 940 260 760 205
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BLOWER DATA: DOWNFLOW

96G2DF110CE20 PERFORMANCE (Less Filter)

External 
Static 

Pressure in. 
w.c.

Rise Range °F Air Volume / Watts at Various Blower Speeds

1st 
Stage

2nd 
Stage

High Medium-High Medium Medium-Low Low

cfm Watts cfm Watts cfm Watts cfm Watts cfm Watts

0.00

35-65 45-75

2285 640 1990 435 1805 330 1685 265 1480 195

0.10 2250 660 1965 450 1775 345 1630 280 1430 205

0.20 2185 675 1910 465 1720 360 1575 295 1360 215

0.30 2150 690 1850 485 1670 375 1525 310 1290 235

0.40 2085 710 1810 495 1605 395 1465 325 1255 245

0.50 2060 725 1765 515 1565 400 1420 335 1190 255

0.60 2005 745 1700 535 1510 420 1370 355 1160 270

0.70 1970 760 1665 550 1460 440 1325 370 1100 280

0.80 1910 775 1620 560 1420 450 1275 380 1045 295
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96% GAS FURNACE96G2E

FRONT VIEW

UPFLOW / HORIZONTAL DOWNFLOW

TOP VIEW TOP VIEW

RIGHT
SIDE

VIEW RIGHT
SIDE

VIEW

BOTTOM
VIEW

BOTTOM
VIEW

DIMENSIONS (IN.)   

Model A B C D

D
O

W
N

FL
O

W

96G2DF045BE12 17-1/2 16-3/8 16 15-1/2

96G2DF070BE16 17-1/2 16-3/8 16 15-1/2

96G2DF090CE16 21 19-7/8 19-1/2 19

96G2DF110CE20 21 19-7/8 19-1/2 19
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