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DUCT 
HANGER

SPECIFICATIONS
Model ID No. Nominal 

Length (A) B

BZ33-DH-8 .3592862 8" 6-15/16"

BZ33-DH-9 .3592861 9" 7-15/16"

BZ33-DH-10 .3592860 10" 8-15/16"

BZ33-DH
FEATURES

 – Constructed from galvanized steel

 – Used on both warm air supply and cold air  
return duct

 – 18 Gauge steel

 – Attach hanger to floor joists to hang a rectangular 
duct run

 – Lightweight & corrosion resistant

 – Load distribution reduces stress on supporting 
structures and minimizes the risk of sagging

 – Prefabricated & pre-drilled
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REVISIONS

REV. DESCRIPTION DATE NAME

A Released to 
Production 10/8/2014 Candi Rev

UNLESS OTHERWISE SPECIFIED

PAPER SIZEISSUED DATE

DIMENSIONS ARE

INCHES TOLERANCES:

FRACTIONAL ± 1/8

ANGULAR ± 1º

TWO PLACE ± .050

THREE PLACE ± .015
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN

THIS DRAWING IS THE SOLE PROPERTY

OF DUNDEE MANUFACTORING 

COMPANY.  ANY REPRODUCTION IN 

PART OR AS A WHOLE WITHOUT THE 

WRITTEN PERMISSION OF DUNDEE 

MANUFACTORING COMPANY IS 

PROHIBITED.
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Duct Hanger
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PART IDENTIFICATION NUMBER
(PIN)/MODEL DH-10-C
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9/16/2016
Notes:   

Any Galv G30 or better

MATERIAL GAUGE
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