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REPLACEMENT MEDIA
AIR FILTER

FEATURES
 – MERV 11 @ 492 FPM per ASHRAE 52.2-2017

 – Particle size removal efficiencies: 
Small particles: E1 = 0.3 to 1.0 microns = 29% 
Medium particles: E2 = 1.0 to 3.0 microns = 66% 
Large particles: E3 = 3.0 to 10.0 microns = 85%

 – Pleats reinforced with continuous metal grid and 
integrated cardboard fingers

 – Recommended max. operating temperature: 140ºF

 – Recommended to be replaced after 12 months of use

 – ETL classified per UL Standard 900 for flammability

SPECIFICATIONS
Model ID No.

Nominal Size (in.) 
(H x W x D)

Actual Size (in.)
(H x W x D)

Rated Air Flow 
(CFM)

Initial Resistance 
(W.C.)

Media Area 
(sq. ft.)

Pl/Ft.

MAF11-4”
BZ33MAF16204 .3540700 16 x 20 x 4 15-3/8 x 19-3/8 x 3-5/8 1090 0.23 14.6 11

BZ33MAF16254 .3540701 16 x 25 x 4 15-3/8 x 24-3/8 x 3-5/8 1370 0.23 18.4 11

BZ33MAF20204 .3540702 20 x 20 x 4 19-3/8 x 19-3/8 x 3-5/8 1370 0.23 18.5 11

BZ33MAF20254 .3540704 20 x 25 x 4 19-3/8 x 24-3/8 x 3-5/8 1710 0.23 23.3 11

MAF11-5”
BZ33MAF16255 .3551230 16 x 25 x 5 15-3/4 x 24-3/4 x 4-3/8 1370 0.19 21.1 10

BZ33MAF20205 .3551231 20 x 20 x 5 19-5/8 x 19-7/8 x 4-3/8 1370 0.19 21.7 10

BZ33MAF20255 .3551232 20 x 25 x 5 19-7/8 x 24-3/4 x 4-3/8 1710 0.19 27.1 10

MAF11-4”, MAF11-5”
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